
Para aplicaciones Marinas

SOPORTES  
CAUCHO-METAL

 AISLAMIENTO 
DE MOTORES MARINOS

AISLAMIENTO DE GRUPOS
Y EQUIPOS AUXILIARES

AISLAMIENTO 
DE SUELOS Y PAREDES

Sylomer® Marino

SOLUCIONES A RUIDO  
Y VIBRACIONES

 AISLAMIENTO DE ESCAPES

HABILITACIÓN 
NAVAL
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TYPE APPROVAL CERTIFICATE 

Certificate No: 
TAM000001H 
Revision No: 
1 
 

 
 

This is to certify: 

That the Flexible Mounts for Propulsion or Auxiliary Machinery 
 
with type designation(s) 
BSB/BRB 50, 60, 65, 70, 80, 95, 110, 125, 150, 180, 220 
 
Issued to 

APLICACIONES MECANICAS DEL CAUCHO, S.A. AMCSA  

Asteasu Guipuzkoa, Spain 
 
is found to comply with 
Det Norske Veritas' Rules for Classification of Ships/High Speed and Light Craft 
 
 

Application : 

Flexible mounts for machinery, including diesel engines. 
 
Product(s) approved by this certificate is/are accepted for installation on all vessels classed 
by DNV GL. 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
This Certificate is valid until 2019-08-04.  
    
Issued at Høvik on 2015-08-05 
 

 
DNV GL local station: Bilbao 
 
Approval Engineer: Øyvind Stokkebekk Eriksen 

for DNV GL  

  

Oddvar Deinboll  

Head of Section  

                                                
This Certificate is subject to terms and conditions overleaf. Any significant change in design or construction may render this Certificate invalid.  

The validity date relates to the Type Approval Certificate and not to the approval of equipment/systems installed.  

   

Digitally Signed By: Nguyen, Tin Huu

Signing Date: 2015-08-06

Location: DNV GL Høvik, Norway

, on behalf of


